
TERMINATION
FLANGED

DC - 18 GHz
10 WATT

SPECIFICATIONS:

Frequency Range DC -  18 GHz

PFT500-10W Model Number:

Note: Dimensions in Brackets are Expressed in Millimeters and are for Reference Only.
Design specifications are subject to change without notice. 

Flange Nickel Plated Brass

Impedance 50 ±5% Ohms

Insulator Teflon
Conductor Gold Plated Brass

Power Handling* 10 Watts Average @ 60°C

VSWR

-55°C to +150°COperating Temp. Range

Derated Linearly to 0 Watts @ +150°C

Tolerance: .XXX = ±.010

Resistor
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Proprietary Thin Film

DC - 4 GHz 1.10:1 Max.
4 - 12.4 GHz 1.20:1 Max.
12.4 - 18 GHz 1.30:1 Max.

.170 [4.32]

.170 [4.32]

.340
 [8.64]

.150 [3.81]

.050 [1.27]

.020±.002 [0.51±0.05]
SLOT WIDTH

(Ø.048 [1.22])

SLOT BOTTOM &
INSULATOR SHALL LIE
BELOW FLANGE FACE

.050 [1.27]
25 7550 100 125 150

0

25

50

75

100

Flange Temp (°C)

%
 o

f 
D

e
ra

te
d

 P
ow

er

Power Derating

.340 [8.64]

.50 [12.70]
SQUARE

4X Ø.102 [Ø2.59]

18


